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“NO PARKING FIRE LANE” SIGNAGE SPECIFICATIONS

PURPOSE
To establish guidelines for posting and identification of fire lanes.

UNIFORM FIRE CODE

901.4.5 Street or Road Signs. When required by the Chief, streets and roads shall be identified with
approved signs as follows:

DESIGN

The “NO PARKING FIRE LANE” sign shall be 12 inches wide by 18 inches high, reflective red lettering on
a reflective white background, except for the top corner which has a reversed “NO” with white lettering on
a red background. There shall be a minimum clearance of two feet from the edge of the sign to the street
facing of the curb. A fire lane sign shall be placed at the beginning of the restriction, at the end of the
restriction, and at least every 50 feet within the restricted area. The signs shall be set at an angle of not
less than 30 degrees and no more than 45 degrees with the lane of traffic flow and visible to approaching
traffic.

Red curbs will indicate the areas of restriction. Fire lane curbs or the perimeter edge of the road surface,
where no curbs exist, shall be painted bright red. The top of the red curb shall also be signed “NO
PARKING FIRE LANE”. This white lettering shall have a stroke of one inch in width and a height of six
inches. This signage shall be provided every fifty feet and located midway between the post mounted
signs.
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Doug VanPelt, Fire Chief
(Please see diagram next page)
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